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PEDESTAL FILES — BASIC PRODUCT SPECIFICATIONS

Cabinet Dimensions — Actual:
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Depth: 18”,22” or 28”
Width: 10” or 15”

Box Drawer Body Interior Dimensions:
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Side-to-Side: 11-"°/36”

Bottom of Drawer Body to Top of Drawer Body Sides: 4-*/g”

Bottom of Drawer Body to Drawer Front Above (total vertical clear space)
Front-to-Back for 18d Peds: 14-'/35”

Front-to-Back for 22d Peds: 18-/,

Front-to-Back for 28d Peds: 24-'/35”

File Drawer Body Interior Dimensions:
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Side-to-Side: 11-"/35”

Bottom of Drawer Body to Top of Drawer Body Sides: 10-%/g”

Bottom of Drawer Body to Drawer Front Above (total vertical clear space)
Front-to-Back for 18d Peds:; 14-11/,57*

Front-to-Back for 22d Peds: 18-/35”

Front-to-Back for 28d Peds: 24-'Y/;5”
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* Note: A 14d file drawer body is too shallow for side-to-side legal-width filing.

eel Gauges:

St g

ANENENENEN

Wrappers: 22 gauge

Inner Framework (Vertical & Horizontal Supports): 20 gauge
Finished Tops for Freestanding & Mobile Peds: 18 gauge
Drawer Bodies: 22 gauge

Drawer Fronts: 20 gauge

Leveling Glides:
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Stem Thread Size: /16-18 x 1-'/,” high
Leveling Adjustability: 17+

Tall Casters for 22h and 24h Mobile Peds (including cushion top peds):

v" Wheel Size: 2” (50 mm)
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Total Height with Stem and Base: 3-2%/,”
Static Weight Capacity: 88 Ibs. per caster

Short Casters for 27h Mobile Peds:
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Wheel Size: 1-,” (37 mm)
Total Height with Stem and Base: 1-'Y/:¢”
Static Weight Capacity: 66 Ibs. per caster



